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SPECIFICATIONS
COMMERCIAL PREMIER

Posts Available 2" x 2" x .080 Wall
2" x 2" x .125 Wall
DIMENSIONS 215" X 215" X .100 Wall
3" x 3" x.125 Wall
HT A B C D E F Horizontal Rails 135" x 1Va"
1 147 ” ” 140 Per Local Code Slde Wa”S .088”
3 4% 6 20 o2 Top Walls .065"
3y | 457 6” 26" 5" | Per Local Code
4 | 4w | 6 32" | 5% | Per Local Code Pickets %" x ¥a" x .055 Wall
5’ 415" 6” 44" 5" | Per Local Code Picket Spacing 3%/sr
6 | 4v" 6" 56" 51" | Per Local Code Heights Available 3,3%,4,5&6 Ft.
All Dimensions Are Nominal Widths Available 6 & 8 Ft.
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CASTILE SPECIFICATIONS
PREMIER EXTREME COMMERCIAL PREMIER
Posts Available 2" x 2" x .080 Wall
2" x 2" x.125 Wall
DIMENSIONS 214" X 245" X .100 Wall
3" x 3" x.125 Wall
HT A B C D E F Horizontal Rails 13" x 1Y4”
] AL ” ” 140 Per Local Code Slde Wa”S .088”
3 ave 6 20 & Top Walls .065”
3% | 4v" 6" 26" 5%” | Per Local Code
4 | 4% | 6" | 32" | 5%" |PerLocal Code Pickets Y4 X 4" x .055 Walll
5 45" 6" 44 5%” | Per Local Code Picket Spacing 1%"
6 | 4v" 6" 56" 51" | Per Local Code Heights Available 3,3%,4,5&6 Ft.
All Dimensions Are Nominal Widths Available 6 & 8 Ft.
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CASTILE"™ SPECIFICATIONS

PREMIER w/ PUPPY PICKETS COMMERCIAL PREMIER
Posts Available 2" x 2" x .080 Wall
2" x 2" x .125 Wall
DIMENSIONS 215" X 215" X .100 Wall
3" x 3" x.125 Wall
HT A B C D E F Horizontal Rails 135" x 1Va"
1 AL ” ” 140 Per Local Code Slde Wa”S .088”
3 4% 6 20 L Top Walls .065"
32’ | 4" 6" 26" 51" | Per Local Code
4 | 4% | 6" | 32" | 5%" |PerLocal Code Pickets Y4 X 4" x .055 Walll
5 45" 6" 44 5" | Per Local Code Picket Spacing 3%s” and 1%"
6 | 4v" 6" 56" 51" | Per Local Code Heights Available 3,3%,4,5&6 Ft.
All Dimensions Are Nominal Widths Available 6 & 8 Ft.
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